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Chroma Screen >>
a : src : Input source selection
b : Hue Pick : Go to "Hue Pick" menu
c : Preset : Green H Gain/Blue H Gain/Green L Gain/Blue L Gain 
d : Hue : Go to "Hue" menu
e : Sat : Go to "Sat" menu

Src : In1

Hue Pick >>

Preset : Green H Gain

Hue >>

Sat  >>

[Chroma : Hue Pick]
a : X : Horiziontal displacement of src
b : Y : Vertical displacement of src
Hue : value of hue from X and Y
f : Return : Go to previous menu

[Chroma : Hue ]
a : Center : Color setting for transparent foreground
b : Width : Color range setting to make the foreground transparent 
c : Gain : Range setting for foreground translucent (0%-100%)
f : Return : Go to previous menu 

Center:

Width :

Gain : 0% Return
>> Hue

[Chroma> Sat]
a : Min : Saturation range  setting for foreground opaque 

b : Gain : Saturation rage setting for foreground translucent  
(0%-100%)
f :  Return : Go to previous menu

Min : 25%

Gain: 0%

Return
> Sat
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Luma Screen >>

[Luma]
a : src : Input source selection

b : inv : Invert off/on setting

c : Transparency: Minimum transparency % of foreground

d : Min : Range  setting for foreground opaque 

e : gain : Translucent area setting of foreground

      (100%:Only black is transparent, 

        0% largest translucent area

Min :



17

Use the "WIPE" button to activate the AFV function.



18

LIVE
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CHROMA Key Mode
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Maximum semitransparent region
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LUMA Key Mode
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  1    Background  Screen : Input 1/2/3/4    

         Logo 1 : Max size : 1920 x 1080 (Alpha not supported)

        Chroma/ Luma 

         Chroma : Used a lot in programs like weather broadcast

         Luma : Used to apply power point screens

         Logo 2 : Max size : 512 x 512 (Alpha supported)        

        Picture in Picture (PIP)

        Insert a screen over another screen

**    Logo (Logo1, Logo2)

        File formats in bmp and png can be applied through USB2.0

        Saved in the internal ROM.

       (Please refer to 14 page.)

LIVE
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4x1 Video Switcher with Scaler 

Input

Video Input : SDI(BNC 75Ω) x2, HDMI x3

Analog Audio Input : 6.35mm(1/4") Phone Jack(Balanced) x 2

                   ±10V (Max) @ -10dB

Output

Video Output(PGM) HDMI x1, SDI(BNC 75Ω)x1

Multiview Output : HDMI x1

Analog Audio Output : 3.5mm Stereo Jack x 1

Key

- PIP x 1

- LOGO x 2

- CHROMA/LUMA x 1

Internal Processing : 4:2:2 10bits/8bits

Resolution supported

Input

- SD : 480i59/ 576i50/

- HD : 1080p30/1080p29/1080p25/1080p24/1080p23/

           1080i60/1080i59/1080i50/720p60/720p59/720p50

- Full HD : 1080p60/1080p59/1080p50

Output

- HD : 1080p30/1080p29/1080p25/1080p24/1080p23/

           1080i60/1080i59/1080i50/720p60/720p59/720p50

- Full HD : 1080p60/1080p59/1080p50

Management

Console

USB2.0 @ GUI application, Firmware Upgrade, LOGO Update

Physical

Dimension : 70(H) X 297(W) X 230(D) mm (excluding connectors)

Power Input : DC 7 - 14V

Operation Temperature : 0 - 40 C

Power Consumption : 20W(max)

Weight : 1.7Kg



LUMANTEK CUSTOMER SERVICES

gs@lumantek.com
TEL : +82 - (0)2-6947-7422, 7429
FAX : +82 - (0)2-6947-7440


